SHR-5082

8 Channel, Dual Codec Standalone Digital Video
Recorder w/ DVD-RW

Front/Rear Panel

DVR Type 8 Channel Standalone
Expansion Capability |750Gb X 3, DVD-RW

| Composite |8 Channels, 1Vp-p, 75 Ohm

Composite 3 Channels (Normal 1 channel, Spot
2 Channels)

[S-Video [1 Channel

VGA 1 Channel

\ Loop Through \8 Channels

Live Display

Display Mode
Freeze, 2X Zoi
Compression MPEG4/ ADPCM
Rate [Low |2.4K(Half D1),1.2K(CIF)
| Standard |4.9K(Half D1),2.4K(CIF)
7.3K(Half D1),3.7K(CIF)
| Very High |9.8K(Half D1),4.9K(CIF)
Input Mono 4 Channels, RCA
\Output \1 Channel, RCA
ADPCM
Compression | Vide MPEG4/ADPCM

Rate [Level 1 |2.2(Half D1), 1.2(CIF

(
[Level2  [31(Half D1). 1.8(CIF

)
8(CIF)
[Level 3 |4.0(Half D1), 2.3(CIF)
[Level4a  [5.0(Half D1), 2.9(CIF)
|Level 5 |6.0(Half D1), 3.4(CIF)
[Level6  [6.8(Half D1), 4.0(CIF)
Level 7 7.8(Half D1), 4.5(CIF)
[Level 8 |8.8(Half D1), 5.1(CIF)
Recording Modes Events (Alarm, Motion Detection, Video Loss)
|Speed | CIF:120ips, Half D1:60ips
CIF, Half D1
Search and Play Search Mode Calendar Search,Event Search
(Alarm,Motion Detection,Video Loss),
First/Last
Display Mode 9, 4, 6, 7, 8 Split modes, PIP,
Autosequence, Single, 8+1 Live and
Playback Modes
Play Mode Play, Pause, Stop, 2X Digital Zoom
Fast Forward/Fast Reverse (2X, 4.
8X,
Special Features \Motion Detection \Area Setup
Connector Communication | RS-485 PTZ Control, System Keyboard
Rear yes
| Network | Static IR DHCP, ADSL (PPPoE)
1 on front panel, 1 on rear
Interface USB 2.0 2 Ports (1 at the front, 1 at
he rear)
DVD-RW, External HDD, USB Memory
\ AVI or Native
Remote Callback
[Input |8 Channels
4 Channels
\Cominuation Time
Event \Pre Event Set Time

Operating Temperature
Operating Humidity
Power
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